
BORU KURTAĞZI TAŞLAMA MAKİNASI
PIPE NOTHCING MACHINE

MODEL
PN-90

 » Charge to easliy ability to open suitable dovetails according 
to the pipe and tube diameters with the help of processing 
drum.
 » Ability to tighten and loosen the parts quickly as a result of 
moving clamp.
 » Ability of clamp to Move Right and Left sideways
 » With Movable Clamp , notching upto 50° degrees Angle
 » Welding to 4” sized pipes possibility.

 » İşleme tamburu sayesinde boru ve profil çapına göre uygun ağız 
açma özelliği
 » Hareketli mengene neticesinde çok çabuk sikma ve sökme 
özelliği
 » Mengene sağ-sol ve ileri geri hareket özelliği (rulmanlı sistem)
 » Dönerli mengene sayesinde 50°’ye kadar açılı ağız açabilme
 » 4” boruya kaynatabilme özelliği

TEKNİK ÖZELLİKLER  /  TECHNICAL CHARACTERISTICS

TEKNİK ÖZELLİKLER VE
STANDART DONANIM

TECHNICAL SPECIFICATIONS AND
STANDARD ACCESSORIES

MODEL PN-90
 » MENGENE KAPASİTESİ , CLAMP CAPACITY mm  » Ø17-90

 » AĞIZ AÇMA KAPASİTESİ , NOTCHING CAPACITY mm  » Ø114.3

 » MOTOR GÜCÜ , MOTOR POWER kw  » 2,2

 » MAKİNA UZUNLUĞU , LENGTH mm  » 1000

 » MAKİNA GENİŞLİĞİ , WIDTH  » mm  » 600

 » MAKİNA YÜKSEKLİĞİ , HEIGHT mm  » 1150

 » MAKİNA AĞIRLIĞI , WEIGHT kg  » 175

 » Model PN-90
Opsiyonel Pnömatik Mengene
Optional Pneumatic Clamping
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